
Meter Base, 281065
(Furnished by &E,OG
installed by consumer.)

Plastic bushing required for steel
conduit to protect cable.

Service raceway, schedule 40 or betterPVC
(Furnished and Installed
by Consumer.)

Service lateral conductors
(Furnished and installed by &E.)OG

NOTES:
1. Place identifying tag on service conductors with

information relating to where service is coming from
(pedestal,  transformer, pipe or no pipe under driveway.)
Refer to U16.

Non-Fused
Disconnect

Switch Service lateral raceway, schedule 40 or betterPVC
(Furnished and Installed by Consumer.)

Load Break Disconnect
OK - Furnished and installed by consumer

- Furnished by &E and installed by consumerAR OG

Service entrance
conductors (Furnished,
installed, and connected
by consumer.)

Service load conductors
(Furnished, installed, and
connected by consumer to
fused disconnect switch.)

OG&E to secure load-break disconnect box with
series 1 lock (stk# ).301326

Insulated #6 Awg
single conductor,
184017

Place instructions
as to where
service is coming
from.

Identifying tag,
see note 1

Two-wire meter,
1069418
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CONNECTION DIAGRAM
FOR SELF CONTAINED   SINGLE PHASE-

480- - 200-VOLT TWO WIRE SERVICE AMPERE MAXIMUM

JUN 2016
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Typewritten Text
The following is a suggested configuration for meter bases for overhead and underground meters in residentialand commercial applications. OG&E Energy Corp., its subsidiaries and affiliates disclaim any liability for theconstruction or maintenance practices relating to such suggested configuration.




