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DISTRIBUTION STANDARD 

Version E - JUN 2020 D733 

ITEM 

NO. 
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Point of Attachment 12-ft above ground or platform as required to ensure 
service drop cables and drip loop comply with note C. (open wire services 
may require greater clearances) 

0 .., __ --J 8 Schedule 40 PVC or Better 

--See note A 

·�u • j
12 g

I_ 
,;111 

Ill a Ill 
s 1 1;; 1111;; 1111;; 1111;; 1111;;' 

::1,,,,,,_ ,,., __ .,,. __ ,,,,-

Meter Base 
100A 281047 
200A 281123 

Consumer to furnish and install conduit 
and cable if underground service is desired 

Note: 
A. Source and load conductors in separate conduits for overhead service 
B. Diameter of pole at ground line is to be a minimum of 7-inches. 
C. 12-ft over areas restricted to pedestrians or other traffic less than 8-ft in height. 

16-ft over areas subject to any traffic greater than 8ft. in height. 
For swimming pools see D262.4 or D262.6. 
For other situations see D262, D262.1, D262.4 or D262.5. 

D. Use 1/2" thru bolts on top and bottom to mount meter base. 

FURNISHED BY INSTALLED BY 

DESCRIPTION 
O.G.E. CONSUMER O.G.E. CONSUMER 

Meter base X X 

Meter X X 

Service pole X X 

Service head X X 

Service entrance 
X X 

conductor 

Service drop X X 

Service drop bracket X X 

Service raceway X X 

Service wires X X 

Service wiring bracket X X 

Grounding electrode 
X X Conductor 

Grounding electrode X X 

1/2" Mounting bolts 
X X See note D 

+ Pressure treated southern yellow pine

CONSUMER SERVICE POLE 
200-AMPERE MAXIMUM PER METER
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